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STRUCTURE KNOW THE CONTROL PANEL

Items Included:

Sublimation Oven X1
Tray X1
[tem Number CE-KX25BL
Capacity 25L
Time Range 1-60min I
Temp. Range 140-446 °F (60-230°C ) e “CIF Heat Temp >l
Voltage 230/110V  50~60Hz 56 7
Power 1600W
Heating Tube 4 1) Upper Tube Knob / Temp. Button 7 Lower Tube Temp.
2) Upper Tube Heating Indicator 8 Temp. Unit
3) Upper Tube Indicator 9 Lower Tube Knob
430 mm 4) Upper Tube Temp. 100 Minute
413 mm 5) Lower Tube Heating Indicator 11) Second

6) Lower Tube Indicator 12) Time Knob / Switch Button



HOW TO USE THE CONTROL PANEL?

Long press time knob for
secs to switch on;

Long press time knob for
secs to switch off.

Long press upper tube
knob for 3 secs to switch
between °F and °C .

Time + Turn the upper tube knob
to adjust its temperature;

Turn the lower tube knob
to adjust its temperature;

% Itis recommended to set
/ the upper and lower tubes

to the same temperature.
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Turn the time knob to
adjust printing time.
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After parameter setting, press thetime  —  Time 4 During heating, long press — Lower 4+
knob to start heating; lower tube knob for 3 secs to

The heating indicator will be blinking check current temperature;

during heating;

Long press lower tube knob

: ) . infor3 to show th
The machine will beep to inform you 2egftlgmoger;teﬁe osnowthe (|
as it reaches to the set temperature, ' /
and start countdown after 5 secs;
It will beep again to inform you as the )
whole process is complete. »li Heat Temp

The machine records and displays the temperature you set last time when switched on.
Press the time knob to stop the heating-up process.
Press the time knob to stop the countdown process.

The machine stops heating up after printing; press time knob to restart heating if you want to print more.












